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fixed Ratio cube beamsPlitteRs

● Two right angle prisms cemented together with 
a partially refl ecting surface on the internal 
(protected) face

All dielectric coatings of fi xed ratio laser beamsplitters are opti-
mi sed to be insensitive to split only s- or only p-polarisation or 
only unpolarised light (R=(Rs+Rp)/2 and T=(Ts+tp)/2) at designed 
wavelengths.

SpECIFICATIOnS

material BK7, UV Fs
Surface quality 40–20 scratch & dig
Surface fl atness λ/4 @ 633 nm
clear aperture 80% of the face size
Beam deviation <3 arcmin
Dimension tolerance ±0.5 mm
Refl ectance / Transmittance 50 / 50% with tolerance 

±5% at designed wavelengths

The four outer faces are 
all anti-reflection coated.

BK7 glass

Catalogue  
number

Wavelength, 
nm

Cube side 
a, mm

Price, 
eUR

355-0105 800 10 110
355-0155 800 15 115
355-0205 800 20 120
355-0255 800 25 129
355-0107 1064 10 110
355-0157 1064 15 115
355-0207 1064 20 120
355-0257 1064 25 129
355-0109 1550 10 110
355-0159 1550 15 115
355-0209 1550 20 120
355-0259 1550 25 129

Catalogue  
number

Wavelength, 
nm

Cube side 
a, mm

Price, 
eUR

355-0100 488–515 10 110
355-0150 488–515 15 115
355-0200 488–515 20 120
355-0250 488–515 25 129
355-0101 532 10 110
355-0151 532 15 115
355-0201 532 20 120
355-0251 532 25 129
355-0102 633 10 110
355-0152 633 15 115
355-0202 633 20 120
355-0252 633 25 129

UV Fused Silica

Catalogue  
number

Wavelength, 
nm

Cube side 
a, mm

Price, 
eUR

355-1102 280 10 250
355-1152 280 15 265
355-1202 280 20 285
355-1252 280 25 325

Catalogue  
number

Wavelength, 
nm

Cube side 
a, mm

Price, 
eUR

355-1105 355 10 210
355-1155 355 15 225
355-1205 355 20 245
355-1255 355 25 275

HOUSIng ACCESSORIES

● Prism Holders 840-0160, 840-0170
See page 5.73
Prism Holders 840-0160, 840-0170


